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ENTRANCE SCHEDULE
ENTRANCE | EXISTING | EXISTING | PROPOSED pccC pcC BIT SURF DRIVE INCID
STATION OFFSET TYPE SURFACE | ENTRANCE | ENTRANCE | DRIVEWAY | DRIVEWAY | REM11/2 | PAVEMENT | BIT SUR
TYPE WIDTH WIDTH PAVT 6 PAVT 8 REM SUPER
(NOTE 1) (NOTE 2)
42300200 | 42300400 | 44000006 | 44000200 | XX004949
(FOOT) (FOOT) (SQ YD) (SQ YD) (SQ YD) (SQ YD) (TON)
351+52 RT PE CONC. 12
360+64 LT CE ASPH. 35 35 69 6
388+31 &) CE CONC. 55
388+44 RT PE CONC. 3 13 14 13
405+71 RT CE CONC. 25 35 36 22
TOTAL 14 36 69 102 6
ENTRANCE NOTES:
1 PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL CONTACT EACH PROPERTY OWNER AND VERIFY THE
LOCATION AND WIDTH OF ALL ENTRANCES.
2. INCIDENTAL BITUMINOUS SURFACING QUANTITY IS CALCULATED AT A RATE OF 120 LB/SQ YD /IN. THICKNESS. BITUMINOUS

MATERIALS (PRIME COAT) AND AGGREGATE (PRIME COAT) ARE REQUIRED BUT WILL NOT BE MEASURED SEPARATELY

FOR PAYMENT. THE COST FOR BITUMINOUS MATERIALS AND AGGREGATE SHALL BE INCLUDED IN THE CONTRACT
UNIT PRICE FOR INCIDENTAL BITUMINOUS SURFACING. SEE PAVEMENT SCHEDULE FOR ADDITIONAL QUANTITIES.
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(SEE MODIFIED DEPRESSED
CURB DETAIL.)

TYPICAL ENTRANCE PROFILE
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1" T PCC DRIVEWAY

\ PAVEMENT

\ CONCRETE CURB, TYPE B
ALL OTHER DIMENSIONS NOT SHOWN
SHALL CONFORM TO HIGHWAY
STANDARD 606001.

MODIFIED DEPRESSED CURB

(NOT TO SCALE)

TO BE USED ONLY AT ENTRANCE AND ALLEY
LOCATIONS WHERE CURB IS ADJACENT TO
THE EDGE OF PAVEMENT BUT NOT ALONG
CORNER TURNING RADIl AT SIDEWALK RAMPS.

REPLACE IN KIND
MATCH EXISTING SLOPE

5" MIN.

FAU. TOTAL | SHEET
RIE, SECTION COUNTY  |speeTs| No.
9182 | 01-00176-02-RS | ST. CLAR | 14 | 13
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JiLLinois fWEST MAIN STREET

ENTRANCE SCHEDULE & DETAILS

CONTRACT NO.

INCREASE RAMP THICKNESS TO MATCH
ADJACENT DRIVEWAY PAVEMENT

CONTRACTION JOINT (TYP)
PCC SIDEWALK, 4"
GRASS

PCC DRIVEWAY
PAVEMENT 6" OR 8’
(SEE ENTRANCE SCHEDULE)

~

™~

SEE MODIFIED DEPRESSED CURB DETAIL

* VARIABLE SLOPE (1% — 10%)

ENTRANCE DETAIL

5" MIN

(NO SCALE)
5" MIN.
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PROPOSED ADJUSTING
RING, IF NECESSARY

EXISTING TYPE 1 FRAME,
CLOSED LID (TBS)

REQUIREMENTS.

P.C.C. PAVEMENT

PLAN

EXISTING BRICK OR A7 B
PRECAST STRUCTURE — i

ELEVATION

MANHOLES TO BE ADJUSTED

(NO SCALE)

SEE SPECIAL PROVISIONS
FOR ADDITIONAL MATERIAL
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